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Technical data:

Machine type: 



manual
Max punching capacity:


10* sheets / 1 foil sheets 
Max binding capacity:
 

250
Max paper format:



A4 (315mm)



Max comb size:



28 mm
Margin regulation:



2 – 8 mm

Net weight: 



5 kg

Dimensions:



367x250x150mm

*70g/m² papier
10.07.2007
dystrybutor: OPUS Sp. z o.o. ● ul. Toruńska 8 ● 44 – 122 Gliwice ● www.opus.pl
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User’s guide  

OPUS JUNIOR
Safety precautions
· Before operating the machine please read the user’s guide carefully. Operate the machine according to the user’s guide. Pay special attention to the max punching and binding capacity.

· The machine should be kept out of children’s reach

· Do not use the machine to punch hard materials, such as metal → it may cause the damage of the machine

· Pay special attention while stretching the plastic comb. Do not reach or put fingers into the open comb → danger of injury! 

· The machine should be protected against dust and moisture
Recommendations

· The machine is designed to bind documents with the plastic comb only
· Use supplies and accessories recommended by a manufacturer
· Unpack and install all the elemnts of the device and put it on a sturdy and level surface

· Before punching important documents, test the settings of the machine on a sheet of paper.

· The machine puches 10 sheets of paper one sheet of foil at one time. Punch paper separately from the plastic covers.
· It is necessary to clean up the waste bin  (plastic container at the back of the device) regularly!

· In OPUS JUNIOR blades were oiled to protect them from the corrosion and to ensure comfortable operation. Before operating machine for the first time puch some piece of paper few times to clean up the blades.
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Punching
· Install the handle and screw it to the machine
· Adjust the comb size to the document thickness using the table on a housing of the machine. 
· Do wskazanych wartości – ilości kartek, dobierzesz odpowiednią średnicę grzbietu – np. 100 kartek można oprawić grzbietem o średnicy 12 mm ilości kartek 

· Wsuń plik kartek stroną dokładnie wyrównaną aż do oporu (aby brzegi kartek nie zostały podziurkowane należy dokładnie ustawić ogranicznik boczny).

· Przytrzymaj dokument i pociągnij dźwignię do przodu i w dół
Binding
· Nałóż plastikowy grzbiet na metalowy grzebień tak, aby otwarcie grzbietu było skierowane ku górze.
· Przesuń dźwignię powoli w tył.
· Włóż pzygotowany plik kartek pionowo w otwarty grzbiet (stroną tytułową zwróconą do siebie) i stopniowo nachylaj do przodu, aż do oparcia o podstawę.
· Wróć dźwignią w położenie początkowe i wyjmij oprawiony plik.
· Oprawa jest gotowa! W razie potrzeby można ją wielokrotnie otwierać i zamykać.
2
